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Product description and applications 

The BASWA mechanical fixing insert works as an additional mechanical fastener used with BASWA 
acoustic Panels when they are installed over existing and old surfaces. They prevent the acoustic 
panels from dropping down if aging stucco begins to crumble and is released from the base, which 
could potentially cause injuries. 
The sticks are mounted to the respective surface with a screw connection. 

Product data

Material Stainless steel (non-corrosive)

Item no.                               a362

Dimensions 16 cm long, 3 mm thick              

Required per m2 4 - 6 units (min. 2 for each panel)

Weight                                                               10.5 grams per unit 

Delivery 

Shipping units Cardboard boxes containing 100 each/1.10 kg/or as required 

For more detailed delivery information, please contact BASWA acoustic AG, T +41 (0)41 914 02 22.



BASWA acoustic AG   Marmorweg 10   CH-6283 Baldegg   T +41 (0)41 914 02 22   info@baswa.com   www.baswa.com

Instructions for Use 

Installation (Example BASWA Phon)
1.	Remove an area of the preliminary coating that matches the size of the mounting stick from the 		
	 BASWA Phon Panel with the exception of the glass wool. 
2.	Firmly screw the fixation stick into the base mechanically using a suitable screw/dowel. 			 
	 Important: Make sure that the screw is only tightened to the point where the acoustic panel is not 	
	 concavely deformed! 
3.	Next, fill the area from which you have removed the preliminary coating around the screwed in 		
	 fixation stick with BASWA Fill. Observe the drying time to allow the material to set. Once it has 		
	 dried sufficiently, sand it to smooth it out and obtain an even surface. 
4.	For the next processing steps, please follow the respective valid BASWA Processing Guidelines. 

Legal Disclaimer 

The information provided above, in particular our processing and usage advice concerning our pro-
ducts, is based on our know-how and our experiences under normal circumstances and presuming 
that the products have been properly stored in applied. Given the variances in materials, surfaces 
and working conditions, warranties that certain work results will be achieved or any liability based 
on any legal situation whatsoever cannot be construed from this information or any verbal advice gi-
ven, unless we can be held liable for acts of intent or gross neglect. For the former to be applicable, 
the burden of proof that the user has provided in writing all of the information that is essential for 
the professional and successful assessment by BASWA to BASWA in a complete and timely man-
ner. The user shall undertake to test the products for their suitability for the planned application. 
All rights with regard to changes of the product specifications reserved. Intellectual property rights 
held by third parties shall be respected. Incidentally, our respective terms and condition of sale and 
delivery shall apply. The respective most up-to-date product data sheet shall apply, which can be 
requested from us for review.


